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	 部件名	 C8051F330-GDI
	
	功能描述	 25 MIPS, 8 kB Flash, 10-Bit DAC, 10-Bit ADC MCU Die in Wafer Form 
	
	 Download	  11 Pages
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	制造商	 SILABS [Silicon Laboratories]
	
	网页	 http://www.silabs.com
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4. Wafer Storage Guidelines
It is necessary to conform to appropriate wafer storage practices to avoid product degradation or contami-
nation.
 Wafers may be stored for up to 18 months in the original packaging supplied by Silicon Labs.
 Wafers must be stored at a temperature of 18–24 °C.
 Wafers must be stored in a humidity-controlled environment with a relative humidity of <30%.
 Wafers should be stored in a clean, dry, inert atmosphere (e.g. nitrogen or clean, dry air).


		















	类似零件编号 - C8051F330-GDI



	
	制造商	部件名	数据表	功能描述
	

Silicon Laboratories	
C8051F330-GM
	


450Kb / 2P	   25 MIPS, 8 kB Flash, 10-Bit ADC, 20-Pin Mixed-Signal MCU

	
C8051F330-GM
	


2Mb / 216P	   Mixed Signal ISP Flash MCU Family

	
C8051F330-GM
	


1Mb / 300P	   50 MIPS 16 kB Flash, 512B EEPROM Mixed-Signal MCU

	
C8051F330-GM
	


1Mb / 210P	   Mixed-Signal ISP Flash MCU

	
C8051F330-GMR
	


1Mb / 210P	   Mixed-Signal ISP Flash MCU







More results






	类似说明 - C8051F330-GDI



	
	制造商	部件名	数据表	功能描述
	

Silicon Laboratories	
C8051F300-GDI
	


210Kb / 9P	   8 kB Flash, 8-Bit ADC MCU Die in Wafer Form

	
C8051F850-GDI
	


189Kb / 11P	   Tested 25 MIPS 8 kB Flash Mixed-Signal MCU Die in Wafer Form

	
C8051F312
	


172Kb / 2P	   25 MIPS, 8 kB Flash, 10-Bit ADC, 32-Pin Mixed-Signal MCU

	
C8051F330
	


450Kb / 2P	   25 MIPS, 8 kB Flash, 10-Bit ADC, 20-Pin Mixed-Signal MCU

	
C8051F313
	


432Kb / 2P	   25 MIPS, 8 kB Flash, 10-Bit ADC, 28-Pin Mixed-Signal MCU

	
C8051F330D
	


472Kb / 2P	   25 MIPS, 8 kB Flash, 10-Bit ADC, 20-Pin Mixed-Signal MCU

	
C8051F019
	


167Kb / 2P	   25 MIPS, 16 kB Flash, 10-Bit ADC, 48-Pin Mixed-Signal MCU

	
C8051F016
	


420Kb / 2P	   25 MIPS, 32 kB Flash, 10-Bit ADC, 48-Pin Mixed-Signal MCU

	
C8051F045
	


410Kb / 2P	   25 MIPS, 64 kB Flash, 10-Bit ADC, 64-Pin Mixed-Signal MCU

	
C8051F018
	


420Kb / 2P	   25 MIPS, 16 kB Flash, 10-Bit ADC, 64-Pin Mixed-Signal MCU







More results
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