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PCMCIA interface
68000 interface
EEPROM interface
Encoder/decoder with AUI interface
10BASE-T transceiver
High performance:
Chained ("Back-to-back") packet handling with no CPU intervention:
Queues transmit packets
Queues receive packets
Stores results in memory along with packet
Queues interrupts
Optional single interrupt upon completion of transmit chain
Fast block move operation for load/unload:
CPU sees packet bytes as if stored continuously.
Handles 16 bit transfers regardless of address alignment.
Access to packet through fixed window.
Fast bus interface:
Compatible with LOCAL BUS type and faster buses.
Flexibility:
Flexible packet and header processing:
Can be set to Simultasking - Early Receive and Transmit modes. With enhanced Early Receive
functions.
Can access any byte in the packet.
Can immediately remove undesired packets from queue.
Can move packets from receive to transmit queue.
Can alter receive processing order without copying data.
Can discard or enqueue again a failed transmission.
Resource allocation:
Memory dynamically allocated for transmit and receive.
Can automatically release memory on successful transmission.
Configuration:
LOCAL BUS:
Uses non-volatile jumperless setup via serial EEPROM.
PCMCIA:
Uses ROM or Flash ROM for attribute memory storage and optional serial EEPROM for IEEE
address storage. PCMCIA I/O ignores address lines A4-A15 and relies on the PCMCIA host,
decoding for the slot.
nROM/nPCMCIA, on LAN91C96, is left open with a pullup for LOCAL BUS mode. This pin is
sampled at the end of RESET. If found low, the LAN91C96 is configured for PCMCIA mode.
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SMSC Corporation	
LAN91C96
	


631Kb / 125P	   Non-PCI Single-Chip Full Duplex Ethernet Controller with Magic Packet

	

Pulse A Technitrol Comp...	
LAN91C96
	


253Kb / 12P	   LAN DISCRETE TRANSFORMER MODULES

G003.U 2/07
	

SMSC Corporation	
LAN91C96-MS
	


631Kb / 125P	   Non-PCI Single-Chip Full Duplex Ethernet Controller with Magic Packet

	
LAN91C96-MU
	


631Kb / 125P	   Non-PCI Single-Chip Full Duplex Ethernet Controller with Magic Packet

	
LAN91C96I
	


655Kb / 110P	   NON-PCI SINGLE-CHIP FULL DUPLES ETHERNET CONTROLLER







More results






	类似说明 - LAN91C96



	
	制造商	部件名	数据表	功能描述
	

SMSC Corporation	
LAN91C96
	


631Kb / 125P	   Non-PCI Single-Chip Full Duplex Ethernet Controller with Magic Packet

	
LAN91C96I
	


547Kb / 109P	   Non-PCI Single-Chip Full Duplex Ethernet Controller

	
LAN91C96I
	


655Kb / 110P	   NON-PCI SINGLE-CHIP FULL DUPLES ETHERNET CONTROLLER

	

Advanced Micro Devices	
AM79C970A
	


1Mb / 219P	   PCnet-PCI II Single-Chip Full-Duplex Ethernet Controller for PCI Local Bus Product

	

List of Unclassifed Man...	
RTL8029AS
	


578Kb / 41P	   Realtek PCI Full-Duplex Ethernet Controller with built-in SRAM

	
SMC91C95
	


530Kb / 139P	   ISA/PCMCIA Full Duplex Single-Chip Ethernet and Modem Controller with RAM

	

SMSC Corporation	
LAN91C95
	


502Kb / 144P	   ISA/PCMCIA Full Duplex Single-Chip Ethernet and Modem Controller with RAM

	

Microchip Technology	
KSZ8841-16M
	


2Mb / 98P	   Single-Port Ethernet MAC Controller with Non-PCI Interface
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Micrel Semiconductor	
KSZ8841
	


654Kb / 105P	   Single-Port Ethernet MAC Controller with Non-PCI Interface

	
KSZ8841-16
	


654Kb / 105P	   Single-Port Ethernet MAC Controller with Non-PCI Interface
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