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IP1000A LF-DS-R08
PIN Description (continued)
Pin no.
Label
Type
Description
Main Clock
31
X2
O
Reference Clock.
25 MHz crystal reference.
32
X1
I
Reference Clock.
25 MHz crystal reference or oscillator input.
PCI interface
60
VDET
I
Power Detect.
The IP1000A LF detects whether PCI bus power supply is
available or not from this pin.
59
INTAN
O
Interrupt Request, asserted LOW.
The IP1000A LF asserts INTAN to request an interrupt,
when any one of the programmed interrupt event occurs.
61
RSTN
I
Reset, asserted LOW.
RSTN will cause the IP1000A LF to reset all of its functional
blocks. RSTN must be asserted for a minimum duration of
10 PCICLK cycles. While RSTN is asserted, the IP1000A
LF PCI interface is placed in an isolated state. When the
IP1000A LF PCI bus is isolated, all PCI output and
bi-directional signals are placed in a high impedance state,
and all inputs are ignored. The IP1000A LF will remain in a
reset
state
for
approximately
380ns
following
the
de-assertion of RSTN.
63
PMEN
O
Wake Event, assertion level is programmable. The
IP1000A LF asserts PMEN to signal the detection of a wake
event. The PMEN signal eventually drives the PCI bus
PME# signal, but not intended to be directly connected to
PME#. See the PCI Bus Power Management Interface
Specification for details on generating PME# from PMEN.
108
PAR
I/O
Parity.
PCI Bus parity is even across bits 0 through 31 of AD and
bits 0 through 3 of CBEN. The IP1000A LF generates PAR
during address and write data phases as a bus master, and
during read data phase as a target. It checks for correct
parity during read data phase as bus master, during every
address phase as a bus slave, and during write data phases
as a target.
100
FRAMEN
I/O
PCI Bus Cycle Frame, asserted LOW.
FRAMEN is asserted at the beginning of the address phase
of the bus transaction and de-asserted before the final
transfer of the data phase of the transaction.
102
TRDYN
I/O
Target Ready, asserted LOW.
A bus target asserts TRDYN to indicate valid read data
phases, and to indicate it is ready to accept data during
write data phases. A bus master will monitor TRDYN.
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	制造商	部件名	数据表	功能描述
	

Hubbell Incorporated.	
IP100
	


224Kb / 1P	   Xcelerator Jack Icon, XJ and HJ Series

	

International Rectifier	
IP1001
	


507Kb / 18P	   Full Function Synchronous Buck Power Block

	

List of Unclassifed Man...	
IP1001-DS-R01
	


617Kb / 48P	   Integrated 10/100/1000 Gigabit Ethernet Transceiver

	
IP1001-DS-R02
	


617Kb / 48P	   Integrated 10/100/1000 Gigabit Ethernet Transceiver

	
IP1001-DS-R03
	


617Kb / 48P	   Integrated 10/100/1000 Gigabit Ethernet Transceiver
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	制造商	部件名	数据表	功能描述
	

Realtek Semiconductor C...	
RTL8169S-32
	


1,003Kb / 55P	   INTEGRATED GIGABIT ETHERNET CONTROLLER (NIC)

	
RTL8169SB
	


1Mb / 51P	   INTEGRATED GIGABIT ETHERNET CONTROLLER (NIC)

	
RTL8169S-32
	


844Kb / 52P	   INTEGRATED GIGABIT ETHERNET CONTROLLER (NIC)

	

List of Unclassifed Man...	
DM9102A
	


459Kb / 77P	   Single Chip Fast Ethernet NIC controller

	

Macronix International	
MX98715AEC-D
	


255Kb / 40P	   SINGLE CHIP FAST ETHERNET NIC CONTROLLER

	

List of Unclassifed Man...	
MX98725
	


177Kb / 33P	   SINGLE CHIP FAST ETHERNET NIC CONTROLLER

	

Davicom Semiconductor, ...	
DM9102HEP
	


41Kb / 3P	   Single Chip Fast Ethernet NIC Controller

	
DM9102D
	


568Kb / 70P	   Single Chip Fast Ethernet NIC Controller

	
DM9102DEP
	


58Kb / 3P	   Single Chip Fast Ethernet NIC Controller

	
DM9102H
	


965Kb / 77P	   Single Chip Fast Ethernet NIC Controller
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