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IP1000A LF-DS-R08
PIN Description (continued)
Pin no.
Label
Type
Description
PCI interface (continued)
101
IRDYN
I/O
Initiator Ready, asserted LOW.
A bus master asserts IRDYN to indicate valid data phases
on AD during write data phases, and to indicate it is ready to
accept data during read data phases. A target will monitor
IRDYN.
104
STOPN
I/O
Stop, asserted LOW.
STOPN is driven by the slave target to inform the bus
master to terminate the current transaction.
103
DEVSELN
I/O
Device Select, asserted LOW.
The IP1000A LF asserts DEVSELN when it is selected as a
target during a bus transaction. It monitors DEVSELN for
any target to acknowledge a bus transaction initiated by the
IP1000A LF.
82
IDSEL
I
Initialization Device Select.
The IDSEL is used to select the IP1000A LF during
configuration read and write transactions.
67
PCICLK
I
PCI Bus Clock.
This clock is used to drive the PCI bus interfaces and the
internal DMA logic. All bus signals are sampled on the rising
edge of PCICLK. PCICLK can operate from 0MHz to
66MHz, on a PCI bus.
105
PERRN
I/O
Parity Error, asserted LOW.
The IP1000A LF asserts PERRN when it checks and
detects a bus parity error. When it is generating PAR output,
the IP1000A LF monitors for any reported parity error on
PERRN.
107
SERRN
O
System Error, asserted LOW.
68
REQN
O
Request, asserted LOW.
The IP1000A LF asserts REQN to request PCI bus master
operation.
62
GNTN
I
PCI Bus Grant, asserted LOW.
GNTN signals access to the PCI bus has been granted to
IP1000A LF.
80, 96, 112,
125
CBE [3:0] N
I/O
PCI Bus Command/Byte Enable, asserted LOW.
Bus command and byte enables are multiplexed on the
CBEN signals. CBEN specify the bus command during the
address phase transaction, and carry byte enables during
the data phase.
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	制造商	部件名	数据表	功能描述
	

Hubbell Incorporated.	
IP100
	


224Kb / 1P	   Xcelerator Jack Icon, XJ and HJ Series

	

International Rectifier	
IP1001
	


507Kb / 18P	   Full Function Synchronous Buck Power Block

	

List of Unclassifed Man...	
IP1001-DS-R01
	


617Kb / 48P	   Integrated 10/100/1000 Gigabit Ethernet Transceiver

	
IP1001-DS-R02
	


617Kb / 48P	   Integrated 10/100/1000 Gigabit Ethernet Transceiver

	
IP1001-DS-R03
	


617Kb / 48P	   Integrated 10/100/1000 Gigabit Ethernet Transceiver
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	制造商	部件名	数据表	功能描述
	

Realtek Semiconductor C...	
RTL8169S-32
	


1,003Kb / 55P	   INTEGRATED GIGABIT ETHERNET CONTROLLER (NIC)

	
RTL8169SB
	


1Mb / 51P	   INTEGRATED GIGABIT ETHERNET CONTROLLER (NIC)

	
RTL8169S-32
	


844Kb / 52P	   INTEGRATED GIGABIT ETHERNET CONTROLLER (NIC)

	

List of Unclassifed Man...	
DM9102A
	


459Kb / 77P	   Single Chip Fast Ethernet NIC controller

	

Macronix International	
MX98715AEC-D
	


255Kb / 40P	   SINGLE CHIP FAST ETHERNET NIC CONTROLLER

	

List of Unclassifed Man...	
MX98725
	


177Kb / 33P	   SINGLE CHIP FAST ETHERNET NIC CONTROLLER

	

Davicom Semiconductor, ...	
DM9102HEP
	


41Kb / 3P	   Single Chip Fast Ethernet NIC Controller

	
DM9102D
	


568Kb / 70P	   Single Chip Fast Ethernet NIC Controller

	
DM9102DEP
	


58Kb / 3P	   Single Chip Fast Ethernet NIC Controller

	
DM9102H
	


965Kb / 77P	   Single Chip Fast Ethernet NIC Controller
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