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10
18067fb
ELECTRICAL CHARACTERISTICS The l denotes the speciﬁcations which apply over the −40°C < T
A < 85°C
temperature range. VS = ±5V, VSHDN = open; VCM = 0V, VOUT = 0V, unless otherwise noted. (Note 5)
SYMBOL
PARAMETER
CONDITIONS
MIN
TYP
MAX
UNITS
VOS
Input Offset Voltage
VCM = V+
VCM = V –
VCM = V+ (LT1806 SOT-23)
VCM = V – (LT1806 SOT-23)
l
l
l
l
200
200
200
200
900
900
975
975
μV
μV
μV
μV
VOS TC
Input Offset Voltage Drift (Note 8)
VCM = V+
VCM = V –
l
l
1.5
1.5
5
5
μV/°C
μV/°C
ΔVOS
Input Offset Voltage Shift
VCM = V – to V+
VCM = V – to V+ (LT1806 SOT-23)
l
l
100
100
900
975
μV
μV
Input Offset Voltage Match (Channel-to-Channel)
(Note 10)
VCM = V –, VCM = V+
l
300
1600
μV
IB
Input Bias Current
VCM = V+ – 0.2V
VCM = V – + 0.4V
l
l
–16
1.2
–5
7μA
μA
ΔIB
Input Bias Current Shift
VCM = V – + 0.4V to V+ – 0.2V
l
623
μA
Input Bias Current Match (Channel-to-Channel)
(Note 10)
VCM = V+ – 0.2V
VCM = V – + 0.4V
l
l
0.03
0.04
2
4.5
μA
μA
IOS
Input Offset Current
VCM = V+ – 0.2V
VCM = V – + 0.4V
l
l
0.03
0.04
1.0
2.2
μA
μA
ΔIOS
Input Offset Current Shift
VCM = V – + 0.4V to V+ – 0.2V
l
0.07
3.2
μA
AVOL
Large-Signal Voltage Gain
VO = –4V to 4V, RL = 1k
VO = –2V to 2V, RL =100Ω
l
l
60
7
175
17
V/mV
V/mV
CMRR
Common Mode Rejection Ratio
VCM = V – to V+
l
80
100
dB
CMRR Match (Channel-to-Channel) (Note 10)
VCM = V – to V+
l
74
100
dB
Input Common Mode Range
l
V –
V+
V
PSRR
Power Supply Rejection Ratio
V+ = 2.5V to 10V, V – = 0V
l
86
105
dB
PSRR Match (Channel-to-Channel) (Note 10)
l
80
105
dB
VOL
Output Voltage Swing LOW (Note 7)
No Load
ISINK = 5mA
ISINK = 20mA
l
l
l
20
65
200
100
170
500
mV
mV
mV
VOH
Output Voltage Swing HIGH (Note 7)
No Load
ISOURCE = 5mA
ISOURCE = 20mA
l
l
l
50
115
360
160
260
700
mV
mV
mV
ISC
Short-Circuit Current
l
±25
±55
mA
IS
Supply Current per Ampliﬁer
l
15
22
mA
Disable Supply Current
VSHDN = 0.3V
l
0.45
1.5
mA
ISHDN
SHDN Pin Current
VSHDN = 0.3V
l
170
400
μA
Shutdown Output Leakage Current
VSHDN = 0.3V
l
1.2
μA
VL
SHDN Pin Input Voltage LOW
l
0.3
V
VH
SHDN Pin Input Voltage HIGH
l V+ – 0.5
V
tON
Turn-On Time
VSHDN = 0.3V to 4.5V, RL = 100Ω
l
80
ns


		















	类似零件编号 - LT1806_1



	
	制造商	部件名	数据表	功能描述
	

Linear Technology	
LT1806
	


343Kb / 28P	   Rail-to-Rail Input and Output, Low Distortion, Low Noise Precision Op Amps
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	制造商	部件名	数据表	功能描述
	

Linear Technology	
LT1806IS6
	


315Kb / 28P	   325MHz, Single/Dual,Rail-to-Rail Input and Output, Low Distortion, Low Noise Precision Op Amps

	
LT1807IMS8
	


343Kb / 28P	   325MHz, Single/Dual, Rail-to-Rail Input and Output, Low Distortion, Low Noise Precision Op Amps

	
LT1806
	


343Kb / 28P	   Rail-to-Rail Input and Output, Low Distortion, Low Noise Precision Op Amps

	
LT1807
	


343Kb / 28P	   Rail-to-Rail Input and Output, Low Distortion, Low Noise Precision Op Amps

	
LT1806
	


136Kb / 8P	   325MHz,140V/ms Rail-to-Rail Input and Output Low Distortion, Low Noise Precision Op Amp

	
LT1809
	


299Kb / 24P	   Single/Dual 180MHz, 350V/s Rail-to-Rail Input and Output Low Distortion Op Amps

	
LT1810
	


299Kb / 24P	   Single/Dual 180MHz, 350V/s Rail-to-Rail Input and Output Low Distortion Op Amps

	
LT1809
	


269Kb / 24P	   Single/Dual 180MHz, 350V/ms Rail-to-Rail Input and Output Low Distortion Op Amps

	

Analog Devices	
ADA4610-1
	


750Kb / 25P	   Low Noise, Precision, Rail-to-Rail Output, JFET Single/Dual/Quad Op Amps

	

Maxim Integrated Produc...	
MAX4249
	


1Mb / 21P	   UCSP, Single-Supply, Low-Noise, Low-Distortion, Rail-to-Rail Op Amps
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