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LTC6240/LTC6241/LTC6242
8
624012fc
(LTC6240HVC/I, LTC6241HVC/I, LTC6242HVC/I) The ● denotes the
speciﬁcations which apply over the speciﬁed temperature range, otherwise speciﬁcations are at TA = 25°C. VS = ±5V, 0V, VCM = 0V
unless otherwise noted.
ELECTRICAL CHARACTERISTICS
SYMBOL
PARAMETER
CONDITIONS
MIN
TYP
MAX
UNITS
VOH
Output Voltage Swing High (Note 9)
No Load
ISOURCE = 1mA
ISOURCE = 10mA
●
●
●
15
45
360
30
75
550
mV
mV
mV
PSRR
Power Supply Rejection
VS = 2.8V to 11V, VCM = 0.2V
●
85
110
dB
PSRR Match
Channel-to-Channel (Note 5)
●
82
106
dB
Minimum Supply Voltage (Note 10)
●
2.8
V
ISC
Short-Circuit Current
●
15
35
mA
IS
Supply Current per Ampliﬁer
LTC6241, LTC6242
0°C to 70°C
–40°C to 85°C
●
●
2.5
3.2
3.3
3.7
mA
mA
mA
LTC6240
0°C to 70°C
–40°C to 85°C
●
●
2.7
3.3
3.4
3.8
mA
mA
mA
GBW
Gain Bandwidth Product
Frequency = 20kHz, RL = 1kΩ
●
13
18
MHz
SR
Slew Rate (Note 11)
AV = –2, RL = 1kΩ
●
5.5
10
V/µs
FPBW
Full Power Bandwidth (Note 12)
VOUT = 3VP-P, RL = 1kΩ
●
0.58
1.06
MHz
ts
Settling Time
VSTEP = 2V, AV = –1, RL = 1kΩ, 0.1%
900
ns
(LTC6240H/LTC6240HVH, LTC6241H/LTC6241HVH, LTC6242H/LTC6242HVH) The ● denotes the speciﬁcations which apply from –40°C
to 125°C, otherwise speciﬁcations are at TA = 25°C. VS = 5V, 0V, VCM = 2.5V unless otherwise noted.
SYMBOL
PARAMETER
CONDITIONS
MIN
TYP
MAX
UNITS
VOS
Input Offset Voltage (Note 4)
LTC6241 S8
●
40
125
400
µV
µV
LTC6242 GN
●
50
150
400
µV
µV
LTC6240
●
50
175
450
µV
µV
VOS Match Channel-to-Channel (Note 5) LTC6241 S8
●
40
160
400
µV
µV
LTC6242 GN
●
50
185
400
µV
µV
TC VOS
Input Offset Voltage Drift (Note 6)
●
0.7
2.5
µV/°C
IB
Input Bias Current (Notes 4, 7)
LTC6241, LTC6242
●
0.2
1.5
pA
nA
LTC6240
●
0.2
1
2.5
pA
nA
IOS
Input Offset Current (Notes 4, 7)
LTC6241, LTC6242
●
0.2
150
pA
pA
LTC6240
●
0.2
1
750
pA
pA
VCM
Input Voltage Range
Guaranteed by CMRR
●
0
3.5
V
CMRR
Common Mode Rejection
0V ≤ VCM ≤ 3.5V
●
78
dB
CMRR Match
Channel-to-Channel (Note 5)
●
74
dB
AVOL
Large Signal Voltage Gain
VO = 1V to 4V
RL = 10k to VS/2
●
425
200
1600
V/mV
V/mV
VO = 1.5V to 3.5V
RL = 1k to VS/2
●
90
40
215
V/mV
V/mV


		















	类似零件编号 - LTC6240HVIS8



	
	制造商	部件名	数据表	功能描述
	

Linear Dimensions Semic...	
LTC6240
	


430Kb / 32P	   Single/Dual/Quad 18MHz, Low Noise, Rail-to-Rail Output, CMOS Op Amps

	

Linear Technology	
LTC6240
	


700Kb / 30P	   280MHz, 2.9ns Comparator Family with Rail-to-Rail Inputs and CMOS Outputs

	

Linear Dimensions Semic...	
LTC6240CS5-TRPBF
	


430Kb / 32P	   Single/Dual/Quad 18MHz, Low Noise, Rail-to-Rail Output, CMOS Op Amps

	

Linear Technology	
LTC6240
	


430Kb / 32P	   Single/Dual/Quad 18MHz, Low Noise, Rail-to-Rail Output, CMOS Op Amps







More results






	类似说明 - LTC6240HVIS8



	
	制造商	部件名	数据表	功能描述
	

Linear Technology	
LTC6241
	


430Kb / 32P	   Single/Dual/Quad 18MHz, Low Noise, Rail-to-Rail Output, CMOS Op Amps

	
LTC6242
	


430Kb / 32P	   Single/Dual/Quad 18MHz, Low Noise, Rail-to-Rail Output, CMOS Op Amps

	
LTC6240
	


430Kb / 32P	   Single/Dual/Quad 18MHz, Low Noise, Rail-to-Rail Output, CMOS Op Amps

	

Linear Dimensions Semic...	
LTC6240CS5-TRPBF
	


430Kb / 32P	   Single/Dual/Quad 18MHz, Low Noise, Rail-to-Rail Output, CMOS Op Amps

	

Linear Technology	
LTC6241
	


490Kb / 24P	   Dual/Quad 18MHz, Low Noise, Rail-to-Rail, CMOS Op Amps

	

Analog Devices	
ADA4610-1
	


750Kb / 25P	   Low Noise, Precision, Rail-to-Rail Output, JFET Single/Dual/Quad Op Amps

	

Linear Technology	
LT1678
	


298Kb / 16P	   Dual/Quad Low Noise, Rail-to-Rail, Precision Op Amps

	
LT1679
	


298Kb / 16P	   Dual/Quad Low Noise, Rail-to-Rail, Precision Op Amps

	
LT1678
	


297Kb / 16P	   Dual/Quad Low Noise, Rail-to-Rail, Precision Op Amps

	

Maxim Integrated Produc...	
LMX321
	


489Kb / 13P	   Single/Dual/Quad, General-Purpose, Low-Voltage, Rail-to-Rail Output Op Amps







More results
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