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SC16C2552B
5 V, 3.3 V and 2.5 V dual UART, 5 Mbit/s (max.), with 16-byte FIFOs
When two interrupt conditions have the same priority, it is important to service these
interrupts correctly. Receive Data Ready and Receive Time-Out have the same interrupt
priority (when enabled by IER[0]). The receiver issues an interrupt after the number of
characters have reached the programmed trigger level. In this case, the SC16C2552B
FIFO may hold more characters than the programmed trigger level. Following the removal
of a data byte, the user should re-check LSR[0] for additional characters. A Receive
Time-Out will not occur if the receive FIFO is empty. The time-out counter is reset at the
center of each stop bit received or each time the receive holding register (RHR) is read.
The actual time-out value is 4 character time.
6.5 Programmable baud rate generator
The SC16C2552B supports high speed modem technologies that have increased input
data rates by employing data compression schemes. For example, a 33.6 kbit/s modem
that employs data compression may require a 115.2 kbit/s input data rate. A 128.0 kbit/s
ISDN modem that supports data compression may need an input data rate of 460.8 kbit/s.
A baud rate generator is provided for each UART channel, allowing independent TX/RX
channel control. The programmable Baud Rate Generator (BRG) is capable of accepting
an input clock up to 80 MHz, as required for supporting a 5 Mbit/s data rate. The
SC16C2552B can be conﬁgured for internal or external clock operation. For internal clock
oscillator operation, an industry standard microprocessor crystal is connected externally
between the XTAL1 and XTAL2 pins. Alternatively, an external clock can be connected to
the XTAL1 pin to clock the internal baud rate generator for standard or custom rates (see
Table 5).
The generator divides the input 16
× clock by any divisor from 1 to (216 − 1). The
SC16C2552B divides the basic external clock by 16. The basic 16
× clock provides table
rates to support standard and custom applications using the same system design. The
rate table is conﬁgured via the DLL and DLM internal register functions. Customized baud
rates can be achieved by selecting the proper divisor values for the MSB and LSB
sections of baud rate generator.
Programming the baud rate generator registers DLM (MSB) and DLL (LSB) provides a
user capability for selecting the desired ﬁnal baud rate. The example in Table 5 shows the
selectable baud rate table available when using a 1.8432 MHz external clock input.
Fig 3.
Crystal oscillator connection
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579Kb / 38P	   Dual UART with 16-byte transmit and receive FIFOs
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579Kb / 38P	   Dual UART with 16-byte transmit and receive FIFOs

Rev. 03-20 June 2003
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211Kb / 43P	   5 V, 3.3 V and 2.5 V dual UART, 5 Mbit/s (max.), with 16-byte FIFOs

Rev. 04-15 February 2007
	
SC16C2550B
	


221Kb / 43P	   5 V, 3.3 V and 2.5 V dual UART, 5 Mbit/s (max.), with 16-byte FIFOs

Rev. 05-12 January 2009
	
SC16C2550B
	


200Kb / 42P	   5 V, 3.3 V and 2.5 V dual UART, 5 Mbit/s (max.), with 16-byte FIFOs

Rev. 02-14 December 2004
	
SC16C554B
	


253Kb / 51P	   5 V, 3.3 V and 2.5 V quad UART, 5 Mbit/s (max.) with 16-byte FIFOs

Rev. 01-9 February 2005
	
SC16C554BIB80-T
	


1Mb / 58P	   5 V, 3.3 V and 2.5 V quad UART, 5 Mbit/s (max.) with 16-byte FIFOs

Rev. 4-8 June 2010
	
SC16C554B
	


1Mb / 58P	   5 V, 3.3 V and 2.5 V quad UART, 5 Mbit/s (max.) with 16-byte FIFOs

Rev. 4-8 June 2010
	
SC16C752B
	


225Kb / 47P	   5 V, 3.3 V and 2.5 V dual UART, 5 Mbit/s (max.), with 64-byte FIFOs

Rev. 03-14 December 2004
	
SC16C752B
	


226Kb / 47P	   5 V, 3.3 V and 2.5 V dual UART, 5 Mbit/s (max.), with 64-byte FIFOs

Rev. 05-2 October 2008
	
SC16C754B
	


259Kb / 50P	   5 V, 3.3 V and 2.5 V quad UART, 5 Mbit/s (max.) with 64-byte FIFOs

Rev. 02-13 June 2005
	
SC16C754B
	


252Kb / 51P	   5 V, 3.3 V and 2.5 V quad UART, 5 Mbit/s (max.) with 64-byte FIFOs

Rev. 04-6 October 2008






More results






	

	

	



Html Pages



 1

 2

 3

 4

 5

 6

 7

 8

 9

 10

 11

 12

 13

 14

 15

 16

 17

 18

 19

 20

 21

 22

 23

 24

 25

 26

 27

 28

 29

 30

 31

 32

 33

 34

 35

 36

 37

 38





数据表 下载
 












	链接网址

	

















English
中文
한국어
français
español
日本語
Deutsch
italiano
русский
polski
português
Tiếng việt
Indian
Mexican
British
New Zealand





	
隐私政策

	ALLDATASHEETCN.COM



	
ALLDATASHEET是否为您带来帮助?  [ DONATE ] 

	
关于 Alldatasheet   |  
广告服务   |   

联系我们   |  
隐私政策   |   

链接交换   |  
制造商名单

All Rights Reserved©Alldatasheet.com 




	 
Mirror Sites
English :   Alldatasheet.com  |  
English :    Alldatasheet.net  |  
Chinese : Alldatasheetcn.com  |  
German :  Alldatasheetde.com  |  
Japanese : Alldatasheet.jp

Russian : Alldatasheetru.com  |  
Korean : Alldatasheet.co.kr  |  
Spanish : Alldatasheet.es  |  
French : Alldatasheet.fr  |  
Italian : Alldatasheetit.com

Portuguese : Alldatasheetpt.com  |  
Polish : Alldatasheet.pl  |  
Vietnamese : Alldatasheet.vn

Indian : Alldatasheet.in  |  
Mexican : Alldatasheet.com.mx  |  
British : Alldatasheet.co.uk  |  
New Zealand : Alldatasheet.co.nz

	
Family Site :   ic2ic.com  |  
icmetro.com



   










