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1.3
Electrostatic Discharge (ESD) Handling
Procedure
Magnetrol electronic instruments are manufactured to the
highest quality standards. These instruments use electronic
components that may be damaged by static electricity pres-
ent in most work environments. The following steps are
recommended to reduce the risk of component failure due
to electrostatic discharge.
Ship and store circuit boards in anti-static bags. If an anti-
static bag is not available, wrap the board in aluminum
foil. Do not place boards on foam packing materials.
Use a grounding wrist strap when installing and removing
circuit boards. A grounded workstation is recommended.
Handle circuit boards only by the edges. Do not touch
components or connector pins.
Make sure that all electrical connections are completely
made and none are partial or floating. Ground all equip-
ment to a good, earth ground.
1.4
Wiring
Caution: Power must be switched off before wiring the unit.
OBSERVE ALL APPLICABLE ELECTRICAL CODES AND
PROPER WIRING PROCEDURES.
Caution: Terminal blocks must be removed with needle nose
pliers. Forcing them out with a screwdriver will cause
damage and void the warranty.
1. Unscrew the housing cover and remove the LCD module
to access the removable terminal blocks (TB) position 1–9.
2. Use of 16–22 AWG wire is recommended.
3. The 4–20 mA signal cable should be separated from the
supply voltage and relay cabling. Using a different conduit
opening is recommended for the 4–20 mA cable.
4. TB 1/2 is used for the 85 to 255 VAC (Model # 335-
AA1A-G5P) or 20 to 28 VDC (Model # 335-AD1A-G5P)
supply voltage.
5. Terminals 4 (+) and 5 (–) connect the 4–20 mA signal.
6. Use the wiring diagram at left to terminate the relay wires.
TB 7/8/9 is a 3-amp SPDT relay. TB 10/11/12 is a 1-amp
SPDT bistable relay. A bistable (remanent) relay does not
return to rest upon loss of power.
6
51-637 Echotel Model 335 Ultrasonic Transmitter
Display Module
Connector
GND
M20x1.5
M20x1.5
Relay1
4 ... 20 mA
Output
78
9
COM
NO
NC
Power supply
12
Relay2
10
11
12
COM
45
+ I -
1/2" NPT
1/2" NPT


		















	类似零件编号 - 335-AA10-G5P



	
	制造商	部件名	数据表	功能描述
	

Magnetrol International...	
335-AA1A-G5P
	


172Kb / 4P	   Echotel짰 Model 335 Non-Contact Ultrasonic Transmitter for Level, Volume, or Open Channel Flow







More results






	类似说明 - 335-AA10-G5P



	
	制造商	部件名	数据表	功能描述
	

Magnetrol International...	
355-500A-10R
	


907Kb / 60P	   Two-Wire Non-Contact Ultrasonic Transmitter For Level, Volume, and Open Channel Flow Measurement

	
300-R010-45L
	


223Kb / 12P	   Echotel짰 Model 300/301 Ultrasonic Non-Contact Transmitter For Level, Volume, and Open Channel Flow

	
300-R010-45G
	


546Kb / 36P	   Echotel짰 Model 300/301 Ultrasonic Non-Contact Transmitter For Level/Volume/Open Channel Flow

	
335-AA1A-G5P
	


172Kb / 4P	   Echotel짰 Model 335 Non-Contact Ultrasonic Transmitter for Level, Volume, or Open Channel Flow

	
344-0442-100
	


735Kb / 56P	   Ultrasonic Non-Contact Transmitters for Level, Volume, or Open Channel Flow

	
355-500A-10B
	


469Kb / 8P	   Echotel짰 Model 355 Non-Contact Ultrasonic Two-Wire Transmitter for Level, Volume, or Open Channel Flow

	
344-0442-101
	


305Kb / 12P	   Echotel짰 Models 344/345 Ultrasonic Non-Contact Transmitters for Level, Volume, or Open Channel Flow

	

Endress+Hauser Group Se...	
TI00440F
	


2Mb / 28P	   Ultrasonic Level Measurement Compact transmitters for non-contact level measurement of fluids, pastes and coarse bulk materials

	

Magnetrol International...	
801-2031-A40
	


192Kb / 8P	   Kotron짰 Model 801 RF Capacitance Transmitter for Level/Flow/Volume

	

Schneider Electric	
LR74
	


79Kb / 2P	   Non-contact radar level transmitter for agitated and corrosive liquids
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