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51-637 Echotel Model 335 Ultrasonic Transmitter
1.5.3 Basic Functions
The commands below set the basic functions of the 335
transmitter during QuickSet Configuration.
Shown below are some additional commands that can be
used while in the QuickSet menu. Keystrokes for displaying
the "Get Level" command described below are also printed
on the label just below the LCD module. The “Get Level”
command is especially useful if the level or distance
parameter is unknown, and the liquid is at the proper
height in the tank.
1.5.4 Setting QuickSet Configuration Parameters
The table on page 11 shows how to set all eight of the
QuickSet Configuration parameters.
NOTE: Current output can also be programmed for inverted
operation: 4 mA = 100% (Full), 20 mA = 0% (Empty)
NOTE: If a parameter value is not accepted by the LCD module, the
existing parameter value will keep blinking. This is due to:
1. The value is out of range (example would be trying to
enter a range value larger than 26.00 feet)
2. The parameter value is not valid for this screen
Push Button Keys
Function
ENTER
+ DOWN
Enter or exit QuickSet Configuration
(press for 3 seconds)
menu
UP
or DOWN
Increase or decrease value of blinking
digit, or scroll up/down to change
parameters
NEXT
Move the blinking digit to the left
(to change its value)
ENTER
Saves the value currently being dis-
played and moves to the next QuickSet
parameter
Push Button Keys
Function
UP
+ DOWN
Accesses the "Get Level" screen to
(press for 3 seconds)
display the actual measured level or
distance currently being measured by
the Model 335 transmitter
NEXT
+ UP
Reset parameter back to the previously
saved value
NEXT
+ DOWN
Reset the currently displayed parameter
back to the factory default value


		















	类似零件编号 - 335-AA10-G5P



	
	制造商	部件名	数据表	功能描述
	

Magnetrol International...	
335-AA1A-G5P
	


172Kb / 4P	   Echotel짰 Model 335 Non-Contact Ultrasonic Transmitter for Level, Volume, or Open Channel Flow
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Magnetrol International...	
355-500A-10R
	


907Kb / 60P	   Two-Wire Non-Contact Ultrasonic Transmitter For Level, Volume, and Open Channel Flow Measurement

	
300-R010-45L
	


223Kb / 12P	   Echotel짰 Model 300/301 Ultrasonic Non-Contact Transmitter For Level, Volume, and Open Channel Flow

	
300-R010-45G
	


546Kb / 36P	   Echotel짰 Model 300/301 Ultrasonic Non-Contact Transmitter For Level/Volume/Open Channel Flow

	
335-AA1A-G5P
	


172Kb / 4P	   Echotel짰 Model 335 Non-Contact Ultrasonic Transmitter for Level, Volume, or Open Channel Flow

	
344-0442-100
	


735Kb / 56P	   Ultrasonic Non-Contact Transmitters for Level, Volume, or Open Channel Flow

	
355-500A-10B
	


469Kb / 8P	   Echotel짰 Model 355 Non-Contact Ultrasonic Two-Wire Transmitter for Level, Volume, or Open Channel Flow

	
344-0442-101
	


305Kb / 12P	   Echotel짰 Models 344/345 Ultrasonic Non-Contact Transmitters for Level, Volume, or Open Channel Flow

	

Endress+Hauser Group Se...	
TI00440F
	


2Mb / 28P	   Ultrasonic Level Measurement Compact transmitters for non-contact level measurement of fluids, pastes and coarse bulk materials

	

Magnetrol International...	
801-2031-A40
	


192Kb / 8P	   Kotron짰 Model 801 RF Capacitance Transmitter for Level/Flow/Volume

	

Schneider Electric	
LR74
	


79Kb / 2P	   Non-contact radar level transmitter for agitated and corrosive liquids
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