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G2R
PCB Power Relay
G
2
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G2RK-1A, G2RK-1
G2RK-2A, G2RK-2
G2R-14, G2R-1A4
G2R-24, G2R-2A4
G2R-1Z4, G2R-1AZ4
● Ambient Temperature vs. Maximum
Coil Voltage
● Ambient Temperature vs. Must
Operate and Must Release Voltage
G2R-1
G2R-2
Note: The maximum coil voltage refers to the maximum
value in a varying range of operating power voltage,
not a continuous voltage.
● Shock Malfunction
G2R-1
Number of Relays: 5 pcs
G2R-2
Number of Relays: 5 pcs
● Keep-power decrement with time
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Fully Sealed Relays
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Sample: G2R-1
Number of Relays: 5 pcs
max.
min.
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Sample: G2R-2
Number of Relays: 5 pcs
max.
min.
X
max.
min.
X
Must operate voltage
Must release voltage
Z
Z'
Shock direction
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Test Conditions:
Shock is applied in
±X, ±Y, and ±Z
directions three times
each with and without
energizing the Relays
to check the number
of contact
malfunctions.
Requirement:
200 m/s2 when
energized; 100m/s2
when de-energized
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Shock direction
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Test Conditions:
Shock is applied in
±X, ±Y, and ±Z
directions three times
each with and without
energizing the
Relays to check the
number of contact
malfunctions.
Requirement:
200 m/s2 when
energized; 100m/s2
when de-energized
Elapsed time (H)
Number of Relays: 50 pcs
Measurement: after the relay kept static by
applying a rated voltage, leave the relay at room
temperature of 20°C to 30°C, and high temperature
of 80°C ± 2°C respectively, to measure how the
keep-power varies with time.
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	制造商	部件名	数据表	功能描述
	

Omron Electronics LLC	
G2R-1
	


1Mb / 19P	   PCB Relay A Power Relay for a Variety of Purposes with Various Models

	
G2R-1
	


562Kb / 14P	   Power PCB Relay

	
G2R-1
	


1Mb / 15P	   A POWER RELAY FOR A VARIETY OF PURPOSES WITH VARIOUS MODELS

	
G2R-1
	


656Kb / 12P	   Creepage distance of 8.0 mm min. between coil and con tact.

	
G2R-1
	


656Kb / 12P	   Power PCB Relay







More results






	类似说明 - G2R-K-1AZ4-TE



	
	制造商	部件名	数据表	功能描述
	

Omron Electronics LLC	
G6D-1A
	


125Kb / 4P	   Power PCB Relay

	

American Electronic Com...	
DM85-INRUSH
	


210Kb / 2P	   pcb power relay

	

Willow Technologies Ltd	
DG05
	


172Kb / 2P	   pcb power relay

	

American Electronic Com...	
DM43
	


261Kb / 3P	   pcb power relay

	
DM44
	


236Kb / 2P	   pcb power relay

	

Tyco Electronics	
RT2
	


246Kb / 3P	   Power PCB Relay

	
42900
	


271Kb / 3P	   Power PCB Relay

	

Omron Electronics LLC	
G8PT
	


2Mb / 8P	   Power PCB Relay

	
G4W
	


180Kb / 6P	   PCB Power Relay

	
G2R
	


562Kb / 14P	   Power PCB Relay

	
G2R-1A-DC12
	


656Kb / 12P	   Power PCB Relay







More results
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